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DEALER CONTACTS

Specifications may change and this brochure may not reflect the latest specifications. Photographs in this brochure  
may not reflect market configuration. Please consult your dealer to confirm specifications and configurations.  
All rights of this brochure are reserved to Sunward International Sales. 
Please consult the operator’s manual before use of any Sunward equipment.
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Readily available machines 
& parts
Readily available machines & parts
From its Dallas headquarters, Sunward America can ensure rapid 
delivery of machines and spare parts everywhere in America. 
Machines can be delivered within a few weeks from local dealers, 
and Sunward machine operators benefit fromquick and easy 
access to the large Dealers’ Parts Warehouse(DPW) distribution 
center in Dallas.

Who is SUNWARD AMERICA?

SUNWARD was established in 1999 in Europe and Asia then made 
its way to America in 2015. In May 2019 SUNWARD AMERICA’s 
headquarters was moved to Denton, Texas. SUNWARD AMERICA has 
worked with R&D to create models that included familiar parts of 
the market. SUNWARD AMERICA’s machines include engines from 
KUBOTA, YANMAR, CUMMINS, and KYB Hydraulics, parts that are easily 
accessible. SUNWARD AMERICA’s Texas headquarters is staffed with 
parts, services, sales, and machine training to give the best support.

Why choose SUNWARD AMERICA?

SUNWARD is now one of the world’s leading underground engineering 
equipment enterprises. It is also listed in the “Top 50 Global Con-
struction Machinery Manufacturers”, “Top 3 Global Regional Aircraft 
Leasing Enterprises”

What makes SUNWARD AMERICA different?

SUNWARD has successfully developed more than 200 high-end 
equipment products with independent intellectual property 
rights and core competitiveness in more than ten fields (including 
underground engineering equipment, whole series of excavators, 
modern rock drilling equipment, special equipment, mining 
equipment, hoisting machinery, hydraulic components, and general 
aviation equipment), and exported them to more than 100 countries 
and regions around the world.
SUNWARD has possessed more than 1,000 patented technologies 
and has undertaken 23 national projects such as the National “863” 
Program, National Sci-Tech Support Plan, and Project to Strengthen 
Development at the Grass-roots Level. Furthermore, it has won 
dozens of awards, including the second prize in National Science and 
Technology Progress.
Pilot innovation is the philosophy of SUNWARD development. 
SUNWARD has proactively created the pilot innovation model and 
system, bringing differentiated development opportunities. Taking 
root in the concept of innovation, SUNWARD builds its product groups 
with distinctive features and significant differences.

An extensive, adapted offer
Our wide range starts with excavators and loaders and extends to 
drilling rigs, cranes and aerial working platforms. And our Sunward 
Europe products are designed and tailored to suit the Europe & Middle 
East regional market. From Stage V engines produced by Yanmar 
or Kubota, to other key components sourced from best-in-class 
suppliers – including Bosch Rexroth, Perkins, Nachi, Eaton, Kayaba 
and Cummins – everything is designed and assembled to provide our 
customers with the best value for money and peace of mind.
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SWSL 1930HD
SWSL 0807HD

SWSL2632HD
SWSL 1008HD

SWSL3346HD
SWSL 1212HD

SWSL4046HD
SWSL 1412HD

SWSL4655HD
SWSL 1614HD

SWSL1530DC
SWSL 0607DC

SWSL1930DC
SWSL 0807DC

SWSL 2632DC
SWSL 1008DC

SWSL3346DC
SWSL 1212DC

SWSL4046DC
SWSL 1412DC

SWSL3394RT
SWSL 1223RT

SWSL4694RT
SWSL 1623RT

SWSL6094RT
SWSL 2023RT

TYPE Drive type Electro-Hydraulic Electric Self-propelled Off-road

DI
ME

NS
IO

NS

Max. working height* 26'3'' 8 m 32'10'' 10 m 39'4''  12 m 45'11'' 14 m 51'10'' 15.8 m 21'4'' 6.5 m 26'3'' 8 m 32'10'' 10 m 39'4''  12 m 45'11'' 14 m 39'4'' 12.2 m 54'2'' 16.5 m 65'7'' 20 m

A Max. platform height 19'8'' 6 m 26'3'' 8 m 32'10'' 10 m 39'4'' 12 m 45'3'' 13.8 m 14'9'' 4.5 m 19'8'' 6 m 26'3'' 8 m 32'10'' 10 m 39'4'' 12 m 32'10'' 10.2 m 47'7'' 14.5 m 59'1'' 18 m

B Platform height (stowed) 3'5'' 1.05 m 4'2'' 1.26 m 4'6'' 1.36 m 4'11'' 1.49 m 5' 1.53 m 3'1'' 0.95 m 3'5'' 1.05 m 4'2'' 1.26 m 4'6'' 1.36 m 4'11'' 1.49 m 5'8'' 1.72 m 6'4'' 1.93 m 7' 2.14 m

C
Platform length 5'7'' 1.7 m 7'5'' 2.27 m 7'5'' 2.27 m 7'5'' 2.27 m 8'8'' 2.64 m 4'3'' 1.29 m 5'7'' 1.7 m 7'5'' 2.27 m 7'5'' 2.27 m 7'5'' 2.27 m 17'6'' 5.33 m 17'6'' 5.33 m 17'6'' 5.33 m

Slide-out platform extension deck 2'11'' 0.9 m 2'11'' 0.9 m 2'11'' 0.9 m 2'11'' 0.9 m 2'11'' 0.9 m 6'9'' 0.6 m 2'11'' 0.9 m 2'11'' 0.9 m 2'11'' 0.9 m 2'11'' 0.9 m 3'11'' 1.2 m 3'11'' 1.2 m 3'11'' 1.2 m

D Platform width 2'5'' 0.74 m 2'8'' 0.81 m 3'9'' 1.15 m 3'9'' 1.15 m 3'9'' 1.15 m 2'4'' 0.7 m 2'5'' 0.74 m 2'8'' 0.81 m 3'9'' 1.15 m 3'9'' 1.15 m 6'3'' 1.9 m 6'3'' 1.9 m 6'3'' 1.9 m

E
Stowed height (rails up) 7'1'' 2.17 m 7'9'' 2.36 m 6'5'' 2.49 m 8'8'' 2.63 m 8'8'' 2.65 m 6'9'' 2.06 m 7'1'' 2.17 m 7'9'' 2.36 m 6'5'' 2.49 m 8'8'' 2.63 m 9'5'' 2.88 m 10'2'' 3.1 m 10'10'' 3.31 m

Stowed height (rails down) 5'10'' 1.79 m 6'1'' 1.86 m 6'5''  1.95 m 2'10''  2.09 m 6'11''  2.1 m 5'7'' 1.7 m 5'10'' 1.79 m 6'1'' 1.86 m 6'5''  1.95 m 2'10''  2.09 m 6'9''  2.05 m 7'5''  2.27 m 8'2''  2.48 m

F Overall length 6'1'' 1.86 m 8'1'' 2.46 m 8'1'' 2.47 m 8'1''  2.47 m 9' 4''  2.84 m 4'9'' 1.44 m 6'1'' 1.86 m 8'1'' 2.46 m 8'1'' 2.47 m 8'1''  2.47 m 7'10'' 5.33 m 7'10'' 5.33 m 7'10'' 5.33 m

G Overall width 2'6'' 0.76 m 2'9'' 0.83 m 3'10''  1.17 m 3'10''  1.17 m 4'8''  1.41 m 2'6'' 0.76 m 2'6'' 0.76 m 2'9'' 0.83 m 3'10''  1.17 m 3'10''  1.17 m 17'6''  2.39 m 17'6''  2.39 m 17'6''  2.39 m

H Wheelbase 4'6'' 1.38 m 6'2'' 1.87 m 6'2''  1.87 m 6'2''  1.87 m 7'4'' 2.24 m 3'5'' 1.05 m 4'6'' 1.38 m 6'2'' 1.87 m 6'2''  1.87 m 6'2''  1.87 m 0'11''  2.88 m 0'11''  2.88 m 0'11''  2.88 m

I Ground clearance (stowed) 0'3'' 0.07 m 0'4'' 0.11 m 0'4'' 0.11 m 0'4'' 0.11 m 0'5'' 0.12 m 0'2'' 0.06 m 0'3'' 0.083 m 0'4'' 0.11 m 0'4'' 0.11 m 0'4'' 0.11 m 9'5'' 0.27 m 9'5'' 0.27 m 9'5'' 0.27 m

J Ground clearance (raised) 0'1'' 0.02 m 0'1'' 0.02 m 0'1'' 0.02 m 0'1''  0.02 m 0'1''  0.02 m 0'1'' 0.017 m 0'1'' 0.02 m 0'1'' 0.02 m 0'1'' 0.02 m 0'1''  0.02 m / / / / / /

PE
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E

Lift capacity 507Ibs 230 kg 507Ibs 230 kg 706Ibs 320 kg 706Ibs 320 kg 573Ibs 260 kg 529Ibs 240 kg 507Ibs 230 kg 507Ibs 230 kg 706Ibs 320 kg 706Ibs 320 kg 2646Ibs 1 200 kg 1720Ibs 545 kg 1202Ibs 545 kg

Lift capacity (extension deck) 249Ibs 113 kg 249Ibs 113 kg 250Ibs 113 kg 250Ibs 113 kg 250Ibs 113 kg 220Ibs 100 kg 249Ibs 113 kg 249Ibs 113 kg 250Ibs 113 kg 250Ibs 113 kg 501Ibs 227 kg 501Ibs 227 kg 501Ibs 227 kg 

Max. platform occupancy 2 2 2 2 2 2 2 2 2 2 5 5 4

Drive speed (stowed) 1.9mph 3.0 km/h 2mph 3.2 km/h 2mph 3.2 km/h 2mph 3.2 km/h 2mph 3.2 km/h 2.2mph 3.6 km/h 2.8mph 4.5 km/h 2.8mph 4.5 km/h 2.5mph 4.0 km/h 2.5mph 4.0 km/h 6.2mph 10 km/h 4.5mph 7.2 km/h 4.5mph 7.2 km/h 

Drive speed (elevated) 0.5mph 0.8 km/h 0.5mph 0.8 km/h 0.5mph 0.8 km/h 0.5mph 0.8 km/h 0.5mph 0.8 km/h 0.5mph 0.8 km/h 0.5mph 0.8 km/h 0.5mph 0.8 km/h 0.5mph 0.8 km/h 0.5mph 0.8 km/h 2 -> 5 km/h 0.4mph 0.6 km/h 0.4mph 0.6 km/h 

Turning radius (inside) 0' 0 m 0' 0 m 0' 0 m 0' 0 m 0' 0 m 1'4'' 0.4 m 0' 0 m 0' 0 m 0' 0 m 0' 0 m 6'10'' 2.08 m 6'10'' 2.08 m 6'10'' 2.08 m

Turning radius (outside) 5'6'' 1.67 m 6'11'' 2.1 m 7'3'' 2.2 m 7'3'' 2.2 m 8'2'' 2.5 m 5'3'' 1.6 m 5'6'' 1.67 m 6'11'' 2.1 m 7'3'' 2.2 m 7'3'' 2.2 m 17'5'' 5.3 m 17'5'' 5.3 m 17'5'' 5.3 m

Raise / lower speed 20 s/27 s 32 s/40 s 55 s/38 s 62 s/42 s 88 s/60 s 20 s/22 s 20 s/27 s 32 s/40 s 55 s/38 s 62 s/42 s 46 s/46 s 55 s/68 s 65 s/59 s

Max. gradeability** 25% 25% 25% 25% 25% 30% 25% 25% 25% 25% 40% 40% 40%
Max. allowable working angle 

(lateral / longitudinal) 
1.5°/3° 1.5°/3° 1.5°/3° 1.5°/3° 1.5°/3° EU standard 1.5°/3° 1.5°/3° 1.5°/3° 1.5°/3° 1.5°/3° 4°-> 8°/5°-> 10° 2°/3° 2°/3°

Controls Proportional Proportional Proportional Proportional Proportional Proportional Proportional Proportional Proportional Proportional Proportional Proportional Proportional

Drive Two front wheels Two front wheels Two front wheels Two front wheels Two front wheels DC motor rear 
driven DC motor front driven DC motor front driven DC motor front driven DC motor front driven Hydraulic Motor Hydraulic Motor Hydraulic Motor

Wheel driver Dual front wheel Dual front wheel Dual front wheel Dual front wheel Dual front wheel Dual rear wheel Dual front wheel Dual front wheel Dual front wheel Dual front wheel Four Wheels Four Wheels Four Wheels

Multiple disc brakes Dual rear wheel Dual rear wheel Dual rear wheel Dual rear wheel Dual rear wheel Dual rear wheel Dual front wheel Dual front wheel Dual front wheel Dual front wheel Multiple disc brakes Multiple disc brakes Multiple disc brakes

Tires 1’x0’4’’
305 mm × 

100 mm 1’3’’x0’5’’
381 mm × 

127 mm 1’3’’x0’5’’
381 mm × 

127 mm 1’3’’x0’5’’
381 mm × 

127 mm 1’3’’x0’5’’
381 mm × 

127 mm 0’9’’x0’3’’
230 mm 
× 80 mm 1’1’’x0’4’’

323 mm × 
100 mm 1’3’’x0’5’’

381 mm × 
127 mm 1’3’’x0’5’’

381 mm × 
127 mm 1’3’’x0’5’’

381 mm × 
127 mm

840 mm × 

282 mm

840 mm × 

282 mm

840 mm × 

282 mm

Battery 4x6V/210Ah  4 × 6 V/225 Ah 4 × 6 V/240 Ah 4 × 12 V/300 Ah 4 × 12 V/300 Ah  2 × 12 V/85 Ah  4 × 6 V/210 Ah  4 × 6 V/225 Ah 4 × 6 V/240 Ah 4 × 12 V/300 Ah

Charger 24V/30A 24 V/30 A  24 V/30 A  24 V/30 A  24 V/30 A 24 V/15 A 24 V/30 A 24 V/30 A  24 V/30 A  24 V/30 A

Weight 3374Ibs 1530kg 4586Ibs 2 050 kg 6483Ibs 2 940 kg 6571Ibs 2 980 kg 7718Ibs 3 500 kg 1985Ibs 900 kg 3407Ibs 1545 kg 4630Ibs 2100 kg 6505Ibs 2950 kg 6615Ibs 3000 kg 18015Ibs 8170 kg 20220Ibs 9170 kg 22888Ibs 10380 kg

* 
Wo

rk
ing

 he
igh

t i
s e

qu
al 

to
 Pl

at
fo

rm
 he

igh
t p

lus
 2 

m
. 	

**
 Cl

im
bin

g a
bil

ity
 is

 su
ita

ble
 fo

r d
riv

ing
 on

 sl
op

es
; R

ef
er

 to
 O

pe
ra

to
r M

an
ua

l f
or

 sl
op

e l
ev

el.

HD SERIES DC SERIES RT SERIES
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